Product features

The secondary display screen displays diverse

Replication funtion that halp reduce worktime and prevent faolures
Equipped with independent dual output (Standard Version);

KPa, MPU, bar, KGF, psi, inHg, mmHg 7 units can be switched with
each other. Compact installation and space saving.

Technical data

Standard Type High Function Type
Project Low pressure High pressure Low pressure High pressure
GPX-ROID GPX-R10D GPX-RO1 H GPX-R10DH
Type of pressure Table pressure
Additional pressure -101.3~+101.3 kPa -0.01~+1.000 MPa -101.3~+101.3 kPa -0.100~+1.000 MPa
Set pressure -101.3~+101.3kPa -0.01~+1.000 MPa -101.3~+101.3 kPa -0.01~+1.000 MPa
Pressure resistance kPa 500 1.5 MPa kPa 500 1.5 MPa

Applicable fluid

Air, non—corrosive gases

Power supply voltage

Up to 10% pulsation P-P10% VDC soil

Consumption of power

Usual :720 wW below (power supply voltage 24 V consumption current 30 mA below) energy saving mode :480 aW below STD
(current consumption 20 mA below 24 hours supply voltage), 360 mW below FULL (current consumption 15 mA below 24 hours

Switch output

(Switch output 1,
Switch output 2)

< NPN Output Type > < PNP Output Type >

N PN transistor open circuit collector PN P transistor open circuit collector

Maximum inflow current :100 mA * Maximm outflow current :100 mA

* Additional voltage: below 30 VIC (compare output—-0 V) * Additional voltage: below 30 VDC (compare

output — between ten V)

OQutput action

Choose the NO/NC by keystroke

Output mode

Easy mode/backstepping mode/window comparison mode

Due

Minimum (digit (variable)

Repeat accuracy

+0.1% F.S (within 2 digits )J0.2%(within 2 digits ),0.1%(within 2 digits )J0.2%(within 2 digits)

Response time

25ms . Sms. 10ms. 25ms « 50ms . 100ms . 250ms . 500ms . 1000ms,5000 ms Select by keystroke

Short circuit

Equipped with equipment

External inputs
(Automatic Reference/
Remote Zeroing)

< NPN Output Type > <PNP output type >

ON voltage: below VD C ON voltage :5V ~+VDC
=2 04 OFF voltage: below 0.6 VD C

OFF voltage :5°30 V DC or or open circuit input

open circuit input impedance: approximately 10

Analog voltage output

Output voltage :1~5 V zero | Output voltage :0.6~5V
point :3 V5 F. 8. slope 4 zero point:1 V£5 F.S.
— V£5%, internal inearity: slope :4.4~5 F.S_ output
output impedance withimn 1 impedance: about 1 kO
F.S,: about 1 kQ

Dis 4-bit +4-bit 3-color LD display (display update cycle :250 ms . 500ms . 1000ms select by key operation)
pla Show pressure -101.3~+101.3 kPa -0.01~+1.000 MPa -101.3~+101.3 kPa | -0.101~+1010 MPa
Tadicatos ) ) L[_ZD_Omngc ) ) ) ) _LED Orange
(Switch output 1 action indicator, switch output 2 action | (switch out 1 action indicator: open the I.S. output O N
Protection IP40(IEC)

Ambient

=10~+30~+C . when preserved =10 to +60~+C

Environmental

35-85% RH (but, not frozen, dew), when preserved :35-85% RH; and
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Voltage ACI000V 1 minutes charging part integral housing
Insulation DC500V mega meter 50 MQ above charging part integral housing
Vibration Durability 107500 Hz double amplitude 3 mm XYZ 2 hours in each direction (panel installation: durable 107150
Impact 100 m/S durable?(about 10 G) XYZ 3 times in each direction
Temperature + within F.8.0.5 per cent Within F.S£1 per cent + within F.8.0.5 per cent Within F.S£1 per cent
Connection Calibre M3 internal thread +R1/8 external thread
Material Shell: PBT (fiberglass), LCD screen: acrylic, pressure port: SUS304. mounting screw part: switch part: silicone

Connection mode

Plug-in connection

Length of wiring

The cable above 0.3 mm2 may be extended to 100 m (less than 30 m in compliance with the CE mark)

Unit switching function

MPa kPa kgffem?bar psi nmHg inchHg, 1

Weight Material: about 40 g . package weight: about 130 g
Annex GPX-C2(2m cable with connector):1
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Model expression

GPX

@ Pressure rangel

! .

@ Output form @ Piping shape @ connector cable © unit switch ® Display direction
@ Pressure range @ Output form @ Piping shape ~ ® unit switch
-101.3~101.3kPa NPN Transistor output 2 P1/8 M5Internal with
points (standard type) thread unitswitchfunction
£0.101~1.000MPa PNPTransistor output 2

points (standard type)

@ Connector cable © Display direction

- r routine Display direction
NPNTransistor output 1 point + i 3
analog voltage output or external 2mPiping shape Looking up from the
input (advanced function)type) bottomDisplay direction
Outline dimension drawing
Secondary display
4-bit LCD display
Main display
4-bit LCD display
Pressure unit 425 - Connecting connector
20
Unit display 30 255 1‘5 35 -]
' PP
S I Ot O
] @
= 8 \&% o
Internal thread
Set value down key 15 R1/8 Mo
Oufput 1 actionindicator M3Internal thread depth 4
Output 2 action Setvalusiup key
indicator or analog light
—— Mode switch
Cable with connector ( GPX-C2 )
2K
(35) , , (50)
Jﬁ).‘ (8)
|
ae> [ 2
Conductor
diameter 0.2mm?
$3.7Ca0le Insulator OD ¢ 1 1mm
ov Blue @\ Shell
PAP-04V-S
Standard type: switch output 2
High function type: analog voltage output or Wwhite
e;%ernal input P o ge outed ®\
Switch output 1 black @/ Coniaot ciming)
SPHD-001T-P0.5
+V brown 1
Terminal name Insulator color Terminal A-direction view
number
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Accessory model Description

With connector cable 2m

Panel mounting accessories

Front shield (Use with KHS)

Mounting accessories (with mounting screw)

Panel mounting (GPX-KHS) 72 18.3 50

accessories

345 i y
Connecting connector
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8.7_| Panel thickness (0.5~6
Weight: About 6g
Panel opening hole piece size When installing n piece When installing n piece vertically continuously
horizontally continuously 0
31 o4
When installing one 31xn+3.5x(n-1)
L
31 0. <
b = ]
S £ —
e o
)
o3 8 p —
X
P v % ]
S T P
55over

(Note 1) the panel thickness is 0.5 ~ 6 mm. (Note 1) the panel thickness is 0.5-6 mm.

Frontshield (GPX-KCB) 1 183
39.3
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Front shield 15 JI-

Panel thickness () 5~

Connecting connector

334
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GPX Digital display Pressure switch
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